% %
3 &%

6 "&7

#$
%

@ ; ' &
<$*$
4 <A #*
Bl43!I') <#&

"#$%$$ &

& ! %
& '4DI  #HE*$E<$*$8

B
&




*$ 34 5# (

6
83 *g 345# (
, & - 9
s #as: (
; - 9
#s & $ % ‘
N * <<
- 38=43% #-% (
6 o
43#-$ ( o SH
Lo
* #3#3-5 43% #-3 2(
(
oo+,
| & .
0 &
1
& 2
%%%%%%&%%%%%%%%%%%%%%
S | ) TN
8{_\\ ( ,! = 8%
. % N " #5968,
St\Q % / 8% * (>? @A).B."
$ 0%, ( & * $
% ( %] )r o s
% %
N A AN A R R N R R R R RN NAY




0%6&'(1 ) *+%

Corvettes United of Central Massachusetts
March 10, 2010 General Meeting - Apenda

Wednesday, March 10%, 2010
7:30 PM, Celtic Tavern — Northborough, M.A

L Call to order & Welcome
1I. Attendance

III. | Meeting Session
¥ Cluh Update
¥ Treasurers Report
- 501C
- Checlang Account
- 2009 Taxzes
¥ Membership Update / Birthdays
¥ Special Guest:
* Bob Broaks — Carvettes of Mess Sparts Car Chih*®
- Frigin Fast Racing Events -
¥ Social Updates/Announcements/Sign-up Sheets
¥ Social Calendar
- Upcoming Events

¥ MNew Eusiness
- Bi-Laws
- Comments & Concerns

IV, | Confirm Recording of New Business
Announce results of any voting, if applicable

V. | Adjournment

Kun
Jane

All
Kim
Ron'Jim

Deb 3
Kun/Bob Broaoks

Kitn

Kitn

All

Jane

Kin Conmier

Next General Meeting is on Wednesday April 14, 2010




How to replace C4 Corvette Door
window seals:

It's a nice sunny afternoon, 50 you
are out enjoying the weather and
washing your C4 Corvette, After you
are done, you notice how great your
Corvette looks. But as it begins to dry,
you notice the horrible condition of
the original door window seals.
Cracked and splitting, they make your
dream machine look maore like an
aged Mazda. Fortunately, however,
these ugly seals can be replaced.
Installing new door window seals is
a projectthat can be accomplished
with some time and patience. The
procedure actually looks mare
difficult than it really is, so0 be
confident that you don't have to be a
A Corvette mechanicto do this. Guiding

you each step of the way, we'll show
you how itis done. You will anly need some comman hand tools and a pop-rivet gun (these are found at any auto store and are fairly
inexpensive), along with 318 aluminum rivets with a shank no longer than 3/8-inch. Plan on about 30 minutes per door.

01: Once you have rolled your Corvette's window down and disconnected the hattery,
remaove the four Phillips screws from the speaker grill in the doar panel. i your
Corvette does not have the Bose stereo, you can skip this step entirely.

02: The arrows point out the screws that attach the door panel. You will need to
remove all of them.

03: Use a small flat-bladed screwdriver to remove the lock switch slide. With the door
unlocked, pry the end of the slide outward and it should pop off. Once the slide is off,
you will need ta lock the door manually and push the lock rod up and out of the way of
the door handle trim. Now you can remove the door panel by lifting it up. Once
separated from the door, unplug the wires and setthe door panel aside.




10: Retrieve the door panel, reconnect the wiring, and reinstall the door panel. Make
note ofthe lip that the top edge ofthe panel needs to clip over. Once the panelis in,
this lip itwill fall right into place on your Corvette's door. You can go ahead and attach
the door panel inthe reverse order that vou removed it. Once the door panel is on, you
can reconnect your ground cable and you are done.
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